
 

TRI-MAX 30 OEM-VSI CAFS 
 

Product Specifications 

Pressure Vessel Capacity 30 Gallons 

CAFS output 600 Gallons Maximum 

Discharge Range 65-75 Feet in Zero wind 

Discharge 1” Hand-held line 

 

Servicing Requirements 

Class A - Ordinary Combustibles; 1% 1 1/4 US Qt. (40 oz) 

Class A/B -Multi Level Hazards : 3% 1 gal (128 oz.) 

Class B - Flammable Liquids: 6% 2 gals. (256 oz) 

Class D - Combustible Metals/Solids: 10% 3 US gals. (384 ozs.) 

Spare Air Cylinder SCUBA Type Available 

 

General Specifications – Standard 

Premix Pressure Vessel Construction Steel Construction to ASME standards 
Premix Pressure Vessel Diameter 16” 
Fill Type Female Garden Hose Fitting (Funnel with adapter included) 
Draw Tube Custom Corrosion Resistant 
Premix Pressure Vessel Drain Type Ball Valve 

System Hoses Braided Stainless Steel 
Plumbing Brass and Steel Fittings 
Discharge Hose 1” hard rubber line or 1” flay lay wildland hose 
Expellant Type Compressed Air or Nitrogen 
Expellant Cylinder Capacity SCUBA Type 80 cu ft 3000 psi per cylinder 
Air Cylinder Bracket Steel cam-over bracket available 
Regulator Adjustable pressure 0-400 psi 

Discharge Nozzle Pistol Grip style 

Discharge Tip Smooth bore machined aluminum 
Foam Compatibility Class A - B - D 
Frame Construction Welded Steel 

 

Specify When Ordering 

• Type of hose if Kingsway is not supplying  
• Distance to external hose reel if applicable 

 

Dimensions 

Depth 20 3/8” 

Height 45 7/16” 

Width 31 3/8” 

Weight empty 400 lbs approx 

Weight Full 650 lbs approx 

 

Optional Features 

• 1” Hard Rubber Booster Hose 
• 1” Flay lay hose 
• Electric rewind booster reel 
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